GLENFIELD DOUBLE ORIFICE AIR RELIEF VALVE PN 16 851/20
003

Air Valve, PN16, designed according to BS5163/B, Standard flange drilling to EN1092-2,
(1ISO 7005-2)

Options Isolating Gate- or Butterfly valve
Double, triple or quadruple cluster arrangements
Piped outlet connections
Inflow check valve
Vented non return valve (surge alleviation)
Alternative materials
PN25 version

For further details see section "Technical Information."
The designs, materials, and specifications shown are subject to change without notice due to the continuous development of our

product programme.
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1. Body

2. Guide Bottom
3. Washer
4. Socket Head bolt
5. Guide Top

6. Plug

7. Large Orifice

8. Hex Bolt

9. Guide Ring

10. Seal Ring

11. Seat Ring

12. Washer

13. Nut

14. Cowl

15. Bonnet

16. O-Ring

17. Orifice Cover
18. Orifice Bracket
19. Gasket

20. Grooved Pin
21. Small Orifice
22. Side Chamber

Reference nos. and dimensions
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AVK ref. nos. mm

851-050-20122000 50 16
851-080-20122000 80 16
851-100-20122000 100 16
851-150-20122000 150 16

DN Prod. PN
bar

H3
mm

266
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417

W
mm

162
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W1
mm

81
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W6
mm

210
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weight kg




