
Material (Standard) Working Pressure / Temperature
No. Name of Parts Material Standard Working

1 Body Cast Iron EN-GJL-200 Temp.
2 Bonnet Cast Iron EN-GJL-200 Upto Water, Body Seat -10℃℃℃℃
4 Disc Cast Iron EN-GJL-200 200℃℃℃℃ Oil, Gas (Water) (Water) to

13 Disc Nut Carbon Steel Q235 12.8 Bar 16 Bar 24 Bar 17.6 Bar 120℃℃℃℃
14 Pin Stainless Steel EN1563
16 Plate Aluminium Non-Abestos
17 Hinge Pin Stainless Steel ASTM A276 Type420
18 Plug Malleable Iron ASTM A47
19 Gasket Graphite Non-Abestos
30 Body Seat Ring Stainless Steel (Facing) CR13 Facing
33 Cover Nut Carbon Steel  Q235
35 Cover Bolt Carbon Steel  Q235 Size (mm) L H d
39 Set Screw Carbon Steel  Q235 50 mm 203 154 50
66 Disc Seat Ring Stainless Steel CR13 (STM A182 Gr.F6a) 65 mm 216 162 63.5
69 Arm Cast Steel  ASTM A216 Gr. WCB 80 mm 241 176 78
70 Washer Carbon Steel  Q235 100 mm 292 220 100

75A Eye Bolt Carbon Steel Q235 (150mm & up) 125 mm 330 226 125
75B Support Bolt Carbon Steel  Q235 150 mm 356 307 150

200 mm 495 325 200
250 mm 622 384 250
300 mm 698 426 300

Dimension of C,D,G,N, T, f, g & h,  refer to the
flange table of BS EN1092-2 :1997   PN16

Non-Shock
Test Pressure
BSEN 12266-1

FIG. NO. 520S

EN12334 CAST IRON SWING CHECK VALVES
 13% Cr. S.S. Trim, PN16,  flanged ends.
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